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For best results when fitting Atlantic DIN Escape Sash Lock follow these instructions.  

Atlantic recommends this product is fitted by a joiner.  

Before beginning installation, check the product is as required/ordered. 

Separate out all components supplied as follows: 
 

• DIN Escape Sashlock 
• 3no. Machine Screws for holding face plate. 
• Faceplate 
• Keep 
• 17no. Wood Screws 
• Dust Box 
• Pair of Lever on backplate 
• Split Spindle 

 
 

1) Mark out the desired location of the DIN Lock on the door 

2) Using the faceplate, mark out and drill/router out for the fore-end, making sure you 

account for both the faceplate and the fore-end that is attached to the lock body. 

3) Drill out for the body, this is standard across all DIN locks and latches, ensuring that there is 

clearance for the latch to seat all the way in. 

4) Once this fits properly, use 2no of the wood screws included and fasten the lock into the 

mortice you have drilled out. 

5) Mark out and drill out for the latch spindle of the lock, the backset on this is 60mm and it is 

25mm above center line of the faceplate. 

6) Mark out and drill for the euro cylinder, making sure there is enough clearance to fit easily 

into the lock. 

7) Using the 3no machine screws, attach the fore-end to the main body of the lock, and test 

the latch tongue for function. 

8) Using the latch tongue, mark out for the keep on the rebate of the door frame. 



9) Using the keep, mark out where you will need to drill/router out for this, as well as the dust 

box. 

10) Drill/router out for the keep and dust box, and then test for fit.  Once fitting correctly, fix in 

place using 3no. of the wood screws provided. 

11) Unscrew the split spindle and install into the lock and then screw it back together. 

12) Take the cover plate off the backplate and then screw it onto the door, do this for both 

sides, and then re-install the cover plates. 

13) Once you have fitted the handle to the Lock, check for functionality and adjust as 

needed. 

 


